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FACT SHEET

KENTUCKY PCLLUTANT DI SCHARGE ELI M NATI ON SYSTEM
PERM T TO DI SCHARGE TREATED WASTEWATER
I NTO WATERS OF THE TH

KPDES No. : KY0093726 Permt Witer: Ronni e Tho
Al No. : 925

te: Cctober 6, 2009

1. SYNCPSI S OF APPLI CATI ON

a. Narme and Address of Applicant

Mar at hon Pi peline, LLC
539 South Main Street
Fi ndl ay, Ohi o 45840

b. Facility Locations

Onensboro Station
Onensbor o, Davie

Lebanon Junction Stati
Lebanon Junction, Bulli

UPS Jet
Loui svi

These st ati ore crude and refined petrol eum products in above ground
storage t transfer the product via pipeline. The UPS Jet Fuel
livery St jet fuel exclusively (SIC Code 4612).

Descri pti sting Pollution Abatenent Facilities

Qutfall 00 Storm water runoff and hydrostatic test water is

di scharged untreat ed.

Qutfall 002 - Storm water runoff and hydrostatic test water is
di scharged untreat ed.
Qutfall 005 - Storm water runoff and hydrostatic test water is

di scharged untreat ed.
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SYNCPSI S OF APPLI CATI ON - conti nued

Qutfall 006 - Storm water runoff and hydrostatic test water is
di scharged untreat ed.

Qutfall 007 - Storm water runoff and hydrostatic test water is
di scharged untreat ed.

Qutfall 010 - Storm water runoff and hydrostatic test water is
di scharged untreat ed.

f. Permitting Action

This is a reissuance of a mnor KPDES i four petrol eum pipeline
breakout stations.

RECEI VI NG WATER

a. Nane/ M | e Poi nt

Onensboro Station dischar to an unnaned
tributary of Yellow Creek 7-04-21.

Lebanon Junction Station disch nd 006 to an
unnanmed tributary of Crooked Cree i nd | ongitude 85-
43-01.

UPS Jet Fuel from Qutfall 007 to an unnaned

tributary of Northern 09- 39.and | ongi tude 85-44-08.

Canpbel |
Canpbel |

rges from Qutfall 010 to

Branch Truck
; 82- 36- 06.

Section 5, Canpbell Run and the unnaned
ooked Creek and Northern Ditch carry the
r Aquatic Habitat, Prinmary/Secondary
ter Supply.

ow Creek,
ibens: Var

Section 1, Canpbell Run and the unnaned
Crooked GCreek and Northern Ditch are

r low flow and harnonic mean conditions of Canpbell Run
tributaries of Yellow Creek, Crooked Creek and Northern

Ditch are s and unavail abl e, respectively.
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3. REPORTED DI SCHARGE AND PROPOSED LIM TS

Description of Discharge — Qutfall 001 - Storm water runoff and hydro ic test water.

Xyl ene (ng/l)
Napht hal ene (ng/ 1)

port 401 KAR 5: 065, Section 2(8)

Ef f | uent Reported Di scharge Applicable Water Quality
Characteristics Mont hl y Daily y Criteria and/or Effluent
Aver age Maxi mum Maxi mum CGui del i nes

Fl ow ( M3D) 0.6120 0.6120 401 KAR 5: 065, Section 2(8)
Total Suspended Solids (ng/l) 15 65 401 KAR 5:080, Section 1(2)(c)2
Ol & Gease (ng/l) BDL BDL 401 KAR 5:080, Section 1(2)(c)2
Total Residual Chlorine (ng/l) NR NR KAR 5: 080, Section 1(2)(c)2
Benzene (ng/l) NR NR 401 KAR 5: 065, Section 2(8)
Tol uene (ng/l) NR 401 KAR 5: 065, Section 2(8)
Et hyl benzene (ng/l) NR 401 KAR 5: 065, Section 2(8)

5

5:

Report 401 KAR 5: 065, Section 2(8)

pH (standard units) 9.0 (max) 401 KAR 10: 031, Section 4
The data contai ned under

t fromthe renewal application, but rather fromthe
anal ysis of the DVR data

m of the previous permt.

The abbrevi ation BDL pans Not Reported on the DWVRs.
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METHODOLOGY USED | N DETERM NI NG LI M TATI ONS

a.

Serial Nunber

Qutfall 001 — Storm water runoff and periodic hydrostatic test water from
tests perforned on the station grounds.

Ef fl uent Characteristics

Fl ow, Tot al Suspended  Soli ds, al & G ease, Benzene, Tol uene,
Et hyl benzene, Xyl ene, Napthal ene and pH

Pertinent Factors
None
Moni t ori ng Requiremnents

Fl ow nonitoring shall be condu st ant aneousl y.

Total Suspended Solids and
by grab sanpl e.

& Gease shall be np

Benzene, Tol uene, Ethyl benze\ Nd Napt hal ene

once per quarter by grab sanple.

ored once per nonth

be nonitored

pH shal | be nonit e per nonth grab sanpl e.

duly promul gated pursuant
cky Revised Statutes.

ranmeter are consistent with the

re consistent with the requirenents of
The limts are representative of the
Pr of essi onal Judgment” (BPJ) determ nation of
Pol | utant Control Technol ogy” (BCT) requirenents

Resi dual
_ of

his paraneter fromthe permt is consistent with 401 KAR
1(2)(c)2. It is the "Best Professional Judgnent" (BPJ) of
Ater that this paraneter be renoved fromthe pernit and
2 requirenent to dechlorinate hydrostatic test water.

2ne, Ethyl benzene, Xyl ene and Napt hal ene
The nonitoring requirenents for these paraneters are consistent with the
requi renents of 401 KAR 5: 065, Section 2(8).

pH
The limts for this paraneter are consistent with the requirenents of 401
KAR 10: 031, Section 4.
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5. REPORTED DI SCHARGE AND PROPOSED LIM TS

Description of Discharge — Qutfall 002 - Storm water runoff and hydro ic test water.

Ef f | uent Reported Di scharge Applicable Water Quality
Characteristics Mont hl y Daily y Criteria and/or Effluent
Aver age Maxi mum Maxi mum CGui del i nes

Fl ow ( M3D) 0.6120 0.6120 401 KAR 5: 065, Section 2(8)
Total Suspended Solids (ng/l) 11 22 401 KAR 5:080, Section 1(2)(c)2
Ol & Gease (ng/l) BDL BDL 401 KAR 5:080, Section 1(2)(c)2
Total Residual Chlorine (ng/l) NR NR KAR 5: 080, Section 1(2)(c)2
Benzene (ng/l) NR NR 401 KAR 5: 065, Section 2(8)

Tol uene (ng/l) NR 401 KAR 5: 065, Section 2(8)

Et hyl benzene (ng/l) NR

Xyl ene (ng/l)
Napht hal ene (ng/ 1)

port 401 KAR

5
5
5

401 KAR 5: 065, Section 2(8)
5: 065, Section 2(8)
5:

Report 401 KAR 5: 065, Section 2(8)
pH (standard units) 9.0 (max) 401 KAR 10: 031, Section 4

The data contai ned under
anal ysis of the DVR data

t fromthe renewal application, but rather fromthe
m of the previous permt.

The abbrevi ation BDL pans Not Reported on the DVRs.
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METHODOLOGY USED | N DETERM NI NG LI M TATI ONS

a.

Serial Nunber

Qutfall 002 — Storm water runoff and periodic hydrostatic test water from
tests perforned on the station grounds.

Ef fl uent Characteristics

Fl ow, Tot al Suspended  Soli ds, al & G ease, Benzene, Tol uene,
Et hyl benzene, Xyl ene, Napthal ene and pH

Pertinent Factors
None
Moni t ori ng Requiremnents

Fl ow nonitoring shall be condu st ant aneousl y.

Total Suspended Solids and
by grab sanpl e.

& Gease shall be np

Benzene, Tol uene, Ethyl benze\ Nd Napt hal ene

once per quarter by grab sanple.

ored once per nonth

be nonitored

pH shal | be nonit e per nonth grab sanpl e.

duly promul gated pursuant
cky Revised Statutes.

raneter are consistent with the

re consistent with the requirenents of
The limts are representative of the
Pr of essi onal Judgment” (BPJ) determ nation of
Pol | utant Control Technol ogy” (BCT) requirenents

his paraneter fromthe permt is consistent with 401 KAR
1(2)(c)2. It is the "Best Professional Judgnent" (BPJ) of
Ater that this paraneter be renoved fromthe pernit and
2 requirenent to dechlorinate hydrostatic test water.

2ne, Ethyl benzene, Xyl ene and Napt hal ene
The nonitoring requirenents for these paraneters are consistent with the
requi renents of 401 KAR 5: 065, Section 2(8).

pH
The limts for this paraneter are consistent with the requirenents of 401
KAR 10: 031, Section 4.
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7. REPORTED DI SCHARGE AND PROPOSED LIM TS

Description of Discharge — Qutfall 005 - Storm water runoff and hydro ic test water.

Ef f | uent Reported Di scharge Applicable Water Quality
Characteristics Mont hl y Daily y Criteria and/or Effluent
Aver age Maxi mum Maxi mum CGui del i nes

Fl ow ( M3D) 0. 0192 0. 0393 401 KAR 5: 065, Section 2(8)
Total Suspended Solids (ng/l) 11 36 401 KAR 5:080, Section 1(2)(c)2
Ol & Gease (ng/l) BDL BDL 401 KAR 5:080, Section 1(2)(c)2
Total Residual Chlorine (ng/l) NR NR KAR 5: 080, Section 1(2)(c)2
Benzene (ng/l) NR NR 401 KAR 5: 065, Section 2(8)

Tol uene (ng/l) NR 401 KAR 5: 065, Section 2(8)

Et hyl benzene (ng/l) NR

Xyl ene (ng/l)
Napht hal ene (ng/ 1)

port 401 KAR

5
5
5

401 KAR 5: 065, Section 2(8)
5: 065, Section 2(8)
5:

Report 401 KAR 5: 065, Section 2(8)
pH (standard units) 9.0 (max) 401 KAR 10: 031, Section 4

The data contai ned under
anal ysis of the DVR data

t fromthe renewal application, but rather fromthe
m of the previous permt.

The abbrevi ation BDL pans Not Reported on the DVRs.
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METHODOLOGY USED | N DETERM NI NG LI M TATI ONS

a.

Serial Nunber

Qutfall 005 — Storm water runoff and periodic hydrostatic test water from
tests perforned on the station grounds.

Ef fl uent Characteristics

Fl ow, Tot al Suspended  Soli ds, al & G ease, Benzene, Tol uene,
Et hyl benzene, Xyl ene, Napthal ene and pH

Pertinent Factors
None
Moni t ori ng Requiremnents

Fl ow nonitoring shall be condu st ant aneousl y.

Total Suspended Solids and
by grab sanpl e.

& Gease shall be np

Benzene, Tol uene, Ethyl benze\ Nd Napt hal ene

once per quarter by grab sanple.

ored once per nonth

be nonitored

pH shal | be nonit e per nonth grab sanpl e.

duly promul gated pursuant
cky Revised Statutes.

ranmeter are consistent with the

re consistent with the requirenents of
The limts are representative of the
Pr of essi onal Judgment” (BPJ) determ nation of
Pol | utant Control Technol ogy” (BCT) requirenents

Resi dual
_ of

his paraneter fromthe permt is consistent with 401 KAR
1(2)(c)2. It is the "Best Professional Judgnent" (BPJ) of
Ater that this paraneter be renoved fromthe pernit and
2 requirenent to dechlorinate hydrostatic test water.

ne, Ethyl benzene, Xyl ene and Napt hal ene
The nonitoring requirenents for these paraneters are consistent with the
requi renents of 401 KAR 5: 065, Section 2(8).

pH
The limts for this paraneter are consistent with the requirenents of 401
KAR 10: 031, Section 4.
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9. REPORTED DI SCHARGE AND PROPOSED LIM TS

Description of Discharge — Qutfall 006 - Storm water runoff and hydro ic test water.

Ef f | uent Reported Di scharge Applicable Water Quality
Characteristics Mont hl y Daily y Criteria and/or Effluent
Aver age Maxi mum Maxi mum CGui del i nes

Xyl ene (ng/l)
Napht hal ene (ng/ 1)

port 401 KAR 5: 065, Section 2(8)

Fl ow ( M3D) 0. 0080 0. 0146 401 KAR 5: 065, Section 2(8)
Total Suspended Solids (ng/l) 8 12 401 KAR 5:080, Section 1(2)(c)2
Ol & Gease (ng/l) 5.8 5.8 401 KAR 5:080, Section 1(2)(c)2
Total Residual Chlorine (ng/l) NR NR KAR 5: 080, Section 1(2)(c)2
Benzene (ng/l) NR NR 401 KAR 5: 065, Section 2(8)
Tol uene (ng/l) NR 401 KAR 5: 065, Section 2(8)
Et hyl benzene (ng/l) NR 401 KAR 5: 065, Section 2(8)

5

5:

Report 401 KAR 5: 065, Section 2(8)

pH (standard units) 9.0 (max) 401 KAR 10: 031, Section 4

The data contai ned under
anal ysis of the DVR data

t fromthe renewal application, but rather fromthe
m of the previous permt.

The abbreviati on NR
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METHODOLOGY USED | N DETERM NI NG LI M TATI ONS

a.

Serial Nunber

Qutfall 006 — Storm water runoff and periodic hydrostatic test water from
tests perforned on the station grounds.

Ef fl uent Characteristics

Fl ow, Tot al Suspended  Soli ds, al & G ease, Benzene, Tol uene,
Et hyl benzene, Xyl ene, Napthal ene and pH

Pertinent Factors
None
Moni t ori ng Requiremnents

Fl ow nonitoring shall be condu st ant aneousl y.

Total Suspended Solids and
by grab sanpl e.

& Gease shall be np

Benzene, Tol uene, Ethyl benze\ Nd Napt hal ene

once per quarter by grab sanple.

ored once per nonth

be nonitored

pH shal | be nonit e per nonth grab sanpl e.

duly promul gated pursuant
cky Revised Statutes.

ranmeter are consistent with the

re consistent with the requirenents of
The limts are representative of the
Pr of essi onal Judgment” (BPJ) determ nation of
Pol | utant Control Technol ogy” (BCT) requirenents

his paraneter fromthe permt is consistent with 401 KAR
1(2)(c)2. It is the "Best Professional Judgnent" (BPJ) of
Ater that this paraneter be renoved fromthe pernit and
2 requirenent to dechlorinate hydrostatic test water.

2ne, Ethyl benzene, Xyl ene and Napt hal ene
The nonitoring requirenents for these paraneters are consistent with the
requi renents of 401 KAR 5: 065, Section 2(8).

pH
The limts for this paraneter are consistent with the requirenents of 401
KAR 10: 031, Section 4.
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11. REPORTED DI SCHARGE AND PROPCSED LIM TS

Description of Discharge — Qutfall 007 - Storm water runoff and hydro ic test water.

Ef f | uent Reported Di scharge Applicable Water Quality
Characteristics Mont hl y Daily y Criteria and/or Effluent
Aver age Maxi mum Maxi mum CGui del i nes

Fl ow ( M3D) 0. 0385 0. 0397 401 KAR 5: 065, Section 2(8)
Total Suspended Solids (ng/l) 9 12 401 KAR 5:080, Section 1(2)(c)2
Ol & Gease (ng/l) BDL BDL 401 KAR 5:080, Section 1(2)(c)2
Total Residual Chlorine (ng/l) NR NR KAR 5: 080, Section 1(2)(c)2
Benzene (ng/l) NR NR 401 KAR 5: 065, Section 2(8)

Tol uene (ng/l) NR 401 KAR 5: 065, Section 2(8)

Et hyl benzene (ng/l)

Xyl ene (ng/l) port 401 KAR 5: 065, Section 2(8)

Napht hal ene (ng/ 1) Report 401 KAR

5
5
5

401 KAR 5: 065, Section 2(8)
5
5: 065, Section 2(8)
5:

PAH (ug/1) g frompermt 401 KAR 5:080, Section 1(2)(c)2

pH (standard units) (m n) 9.0 (max) 401 KAR 10:031, Section 4

The data contai ned un
anal ysis of the DWR

not fromthe renewal application, but rather fromthe
2 termof the previous permt.

The abbrevi ati on BDL nean and NR neans Not Reported on the DMRs.
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METHODOLOGY USED | N DETERM NI NG LI M TATI ONS

a. Serial Nunber

Qutfall 007 — Storm water runoff and periodic hydrostatic test water from
tests perforned on the station grounds.

b. Ef fl uent Characteristics

Fl ow, Total Suspended Solids, GOl & Gease, Benzene, Toluene, Ethylbenzene,
Xyl ene, Napt hal ene and pH

C. Pertinent Factors
None
d. Moni t ori ng Requiremnents
Fl ow nonitoring shall be conducte st ant aneousl y.

Total Suspended Solids and G red once per nonth by
grab sanpl e.

Benzene, Tol uene, Ethyl benzene, nmoni t ored once

per quarter by grab sanple.

pH shal | be nonitor ce per nonth
e. Justification of ditio

The Kentucky regul ations cited

y pronul gated pursuant to
the requirenents of Chapt

vi sed St at ut es.

Fl ow
The
requi

aneter are consistent with the

Tot al

consistent with the requirenents of 401
imts are representative of the Division
Judgnent” (BPJ) determ nation of the “Best
Technol ogy” (BCT) requirenents for these

Resi dual

The noval aneter from the pernmt is consistent with 401 KAR
5: 080, i . It is the "Best Professional Judgnent" (BPJ) of
the Di ter that this paranmeter be renoved from the pernmt and
repl aced equirement to dechlorinate hydrostatic test water.

Benzene, Tol , Ethyl benzene, Xyl ene and Napt hal ene
The nonitori requirenents for these paraneters are consistent with the
requi renents of 401 KAR 5: 065, Section 2(8).

Pol ynucl ear Aronmatic Hydrocarbons

The renoval of this paraneter from the pernit is consistent with 401 KAR
5:080, Section 1(2)(c)?2. It is the "Best Professional Judgnment” (BPJ) of
the Division of Water that this paraneter be renpbved from the permt and
repl aced with Benzene, Tol uene, Ethyl benzene, Xyl ene and Napt hal ene.

pH
The limts for this paraneter are consistent with the requirenments of 401
KAR 10: 031, Section 4.
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13. REPORTED DI SCHARGE AND PROPCSED LIM TS

Description of Discharge — Qutfall 010 - Storm water runoff and hydro ic test water.

Ef f | uent Reported Di scharge Applicable Water Quality
Characteristics Mont hl y Daily y Criteria and/or Effluent
Aver age Maxi mum Maxi mum CGui del i nes

Fl ow ( M3D) 0. 0439 0. 0457 401 KAR 5: 065, Section 2(8)
Total Suspended Solids (ng/l) 10 14 401 KAR 5:080, Section 1(2)(c)2
Ol & Gease (ng/l) BDL BDL 401 KAR 5:080, Section 1(2)(c)2
Total Residual Chlorine (ng/l) NR NR KAR 5: 080, Section 1(2)(c)2
Benzene (ng/l) NR NR 401 KAR 5: 065, Section 2(8)

Tol uene (ng/l) NR 401 KAR 5: 065, Section 2(8)

Et hyl benzene (ng/l) NR

Xyl ene (ng/l)
Napht hal ene (ng/ 1)

port 401 KAR

5
5
5

401 KAR 5: 065, Section 2(8)
5: 065, Section 2(8)
5:

Report 401 KAR 5: 065, Section 2(8)
pH (standard units) 9.0 (max) 401 KAR 10: 031, Section 4

The data contai ned under
anal ysis of the DVR data

t fromthe renewal application, but rather fromthe
m of the previous permt.

The abbrevi ation BDL pans Not Reported on the DVRs.



14.

15.

KPDES No.: KY0093726
Al No.: 925
Fact Sheet Page 14

METHODOLOGY USED | N DETERM NI NG LI M TATI ONS

a. Serial Nunber

Qutfall 010 — Storm water runoff and periodic hydrostatic test water from
tests perforned on the station grounds.

b. Ef fl uent Characteristics

Fl ow, Total Suspended Solids, GOl & Gease, Benzene, Toluene, Ethylbenzene,
Xyl ene, Napt hal ene and pH

C. Pertinent Factors
None
d. Moni t ori ng Requiremnents
Fl ow nonitoring shall be conducte st ant aneousl y.

Total Suspended Solids and G red once per nonth by
grab sanpl e.

Benzene, Tol uene, Ethyl benzene, nmoni t ored once

per quarter by grab sanple.

pH shal | be nonitor ce per nonth
e. Justification of ditio

The Kentucky regul ationsicited

y pronul gated pursuant to
the requirenents of Chapt

vi sed St at ut es.

Fl ow
The
requi

aneter are consistent with the

Tot al

consistent with the requirenents of 401
imts are representative of the Division
Judgnent” (BPJ) determ nation of the “Best
Technol ogy” (BCT) requirenents for these

Resi dual
The noval

5: 080, i
the D
repl aced

aneter from the pernmt is consistent with 401 KAR
. It is the "Best Professional Judgnent" (BPJ) of
ter that this paraneter be renmoved from the pernit and
equirement to dechlorinate hydrostatic test water.

Benzene, Tol , Ethyl benzene, Xyl ene and Napt hal ene
The nonitori requirenents for these paraneters are consistent with the
requi renents of 401 KAR 5: 065, Section 2(8).

pH
The limts for this paraneter are consistent with the requirenents of 401
KAR 10: 031, Section 4.

ANT| DEGRADATI ON

The conditions of 401 KAR 10: 029, Section 1 have been satisfied by this permt
action. Since this permt action involves reissuance of an existing permt, and
does not propose an expanded discharge, a review under 401 KAR 10:030 Section 1
is not applicable.
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PROPOSED COVPLI ANCE SCHEDULE FOR ATTAI NI NG EFFLUENT LI M TATI ONS

The permittee will conmply with all effluent limtations by the effective date of
the permt.

PROPCSED SPECI AL CONDI TI ONS WHI CH W LL HAVE A SI GNI FI CANT | MPACT ON THE DI SCHARGE

Best Managenent Practices (BWMP) Pl an

Pursuant to 401 KAR 5: 065, Section 2(10), a BMP requirenent shall be included: to
control or abate the discharge of pollutants from ancillary areas containing
toxic or hazardous substances or those substances which could result in an
envi ronnental energency; where nuneric effluent i ations are infeasible; or to
carry out the purposes and intent of KRS 224. facility has several areas
where support activities occur which have a of the discharge of such
substances through storm water runoff or s nme of these areas wll
drain to present wastewater treatnent plant not .

Qutfall Signage
It 1s the Best Professional Judgment
Section 1(2)(c)2, that all pernmitte
and/ or nonitoring points. The mar
Permttee Nane, KPDES permt and

Water, 401 KAR 5:080,
Il discharge |ocations
size to display the
etters and shall be

of suffici
_nunbers in 2 i

prom nently displayed. For int shal | be of
sufficient size to include the outf in 2 inch and is to be
posted as near as possible to the actua | ocati on.

Hydrostatic Testing
Thi s requi renent address e di schar ge of drostatic test water to the station
grounds only. Di scha the stati grounds nust obtain a separate
aut hori zation. Discharges tha because tatic testing are subject
to the conditions on Page |-1 anpl e nust Il ected. Best Managenent
Practices shall i ni m er osi on, ation of any pollutants off
site and envir : i or i nat the fill water shall be
dechl ori nat ed i 2

the Tradewater, G een Basin Managenent
agement Franmewor k. Lebanon Junction
ation are in the Salt, Licking Basin
the Kentu WAt er shed Managenent Franewor k. Canpbel |
ation is in the Big and Little Sandy, Tygarts Basin
Kent ucky Wat er shed Managenent Franewor k.

ermt, fact sheet, public notice, comments received and
available from the Division of Water at 200 Fair Qaks
40601.

additional in
Lane, Frankfort

REFERENCES AND CI T MENTS

Al material and docurments referenced or cited in this fact sheet are a part of the
permt information as described above and are readily available at the D vision of
Water Central Ofice. Information regarding these materials may be obtained from
the person |isted bel ow

CONTACT

For further information on the draft permt or comrent process, contact the
i ndi vidual identified on the Public Notice or the Permit Witer — Ronnie Thonpson
at (502) 564-8158, extension 4896, or emmi| Ronni e. Thonpson@y. gov.

PUBLI C NOTI CE | NFORVATI ON

Pl ease refer to the attached Public Notice for details regarding the procedures for
a final decision, deadline for coments and other information required by 401 KAR
5: 075, Section 4(2)(e).
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Al No. :

Onensboro Station
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Lebanon Junction Station
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UPS Jet Fuel Delivery Station
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38 09' 39" / 85 44' 08" Q’
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Canpbel | Branch Truck Unl oading Station




KPDES

KENTUCKY POLLUTANT

DISCHARGE ELIMINATION
SYSTEM

PERMIT

PERM T NO : KY0093726

Al NO : 925
AUTHORI ZATI ON TO DI SCHARGE UNDER THE
KENTUCKY POLLUTANT DI SCHARGE ELI ON SYSTEM

Pursuant to Authority in KRS 224,
Mar at hon Pi peline, LLC

539 South Main Street F N
Fi ndl ay, Chio 45840
is authorized to discharge froma facili ocated a

Onensboro Station: Pl

ss County, Kentu

Lebanon Junction Station: H ghway

Lebanon J Kent ucky
UPS Jet Fuel Station:

erson County, Kentucky

Canpbel | Branch Statio
Kent ucky
to receiving waters na
Qutfalls 001 ong 37-46-37/87-04-21
Qutfalls 005 s : t/1ong 37-51-47/85-43-01

ong 38-09-39/85-44-08
ong 38-21-50/ 82-36-06

ritations, nonitoring requirenents and other conditions

set forth IV hereof. The permit consists of this cover
sheet, Part Part 111 1 page, and Part |V 3 pages.

Thi s per ective on

This permt hori zation to discharge shall expire at m dnight,

Date Signed Sandra L. Guzesky, Drector

D vi si on of Water

DEPARTMENT FOR ENVI RONMENTAL PROTECTI ON
Di vision of Water, 200 Fair Oaks Lane, Frankfort, Kentucky 40601

Printed on Recycl ed Paper
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PART | A - EFFLUENT LI M TATI ONS AND MONI TORI NG REQUI REMENTS

sting through the term of this permt, the
005, 006, 007 and 010 — Storm water runoff

During the period beginning on the effective date of this permt
permttee is authorized to discharge from Qutfalls serial nunbers:
and hydrostatic test water.

Such di scharges shall be |limted and nmonitored by the permttee a

EFFLUENT CHARACTERI STI CS DI SCHARGE LIM T
(1 bs/ day)

MONI TORI NG REQUI REMENTS

Mont hl y Daily Measur enent Sanpl e
Avg. Max. Fr equency Type
Fl ow ( M3D) Report Report I nst ant aneous
Total Suspended Solids N A N A Grab
Gl & Gease N A 1/ Mont h G ab
Benzene (ng/l) N A 1/ Quarter Grab
Tol uene (ng/l) 1/ Quarter Grab
Et hyl benzene (ng/l) 1/ Quarter Grab
Xyl ene (ng/l) 1/ Quarter Grab
Napht hal ene (ng/ 1) 1/ Quarter Grab
pH (standard units) 1/ Mont h Grab

The abbreviation NN A ne
There shall be no di scharge i i sible foam or sheen in other than trace anpunts.

renents specified above shall be taken at the follow ng |ocation:
ing with the receiving waters or wastestreans from other outfalls.

Sanpl es taken in conpliance w
near est accessible point prior t
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PART | B - SCHEDULE OF COVPLI ANCE

The pernittee shall achieve conpliance with all requirenments on the effective date of
this pernmt.
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PART Il - STANDARD CONDI TI ONS FOR KPDES PERM T

This permt has been issued under the provisions of KRS Chapter 224 and regul ations
pronul gat ed pursuant thereto. |ssuance of this pernmit does not relieve the permttee
fromthe responsibility of obtaining any other permits or licenses required by this
Cabi net and other state, federal, and |ocal agencies.

It is the responsibility of the pernittee to denonstrate conpliance with permt
paraneter limtations by utilization of sufficiently sensitive anal ytical methods.

The pernittee is also advised that all KPDES permt
401 KAR 5:065, Section 1 will apply to all discharges

ns in KPDES Regul ation
by this pernmt.
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PART |11 - OTHER REQUI REMENTS

A Reporting of Mnitoring Results

Monitoring results obtained during each nonitoring period nust be reported on a
preprinted Discharge Mnitoring Report (DMR) Formthat will be mailed to you. The
conpl eted DVR for each nonitoring period nmust be sent to the Division of Water at
the address listed below (with a copy to the appropriate Regional Ofice) postmarked
no later than the 28th day of the nonth following the nonitoring period for which
nmoni toring results were obtained.

Di vi sion of Water Ener gy and#onment Cabi net

Madi sonvil |l e Regi onal O fice Dept. for reanental Protection

Madi sonville State O fice Bl dg. Di vi si on Wat e urface Water Permts
625 Hospital Drive Branch

Madi sonvil | e, Kentucky 42431-1683
ATTN:  Supervi sor

200 F Caks Lane
Ken ky 40601

N
ter o
ice
25 Hecks Plaza Drive
Mor ehead, Kentucky 403 P

voked and reissued, to conply with
sued or approved under 401 KAR
itation so i ssued or approved:

Di vi sion of Water

Loui svill e Regional Ofice

9116 Leesgate Road

Loui sville, Kentucky 40222-5084
ATTN:  Supervi sor

B. Reopener O ause

This permt shall be nodifie
any applicable effluent st
5:050 through 5:086, if the effluen

[ternatively
limtation
t ndard or

1. Contains different condi
any effl ue imtation

re stringent than

The permt as nodi sued under t his paragraph shall also contain any other
requi renents of KRS Cha 1 when applicabl e.

C

The nittee shal per manent arker at all discharge locations and/or
noni t ori poi nt s. shall be at least 2 feet by 2 feet in size and a
m ni mum of with the Permttee Nane and KPDES pernit and
outfall internal nonitoring points the marker shall
be of sufficie e outfall nunber in 2 inch letters and shall be
posted as near ‘e sanpling | ocation.

D. Hydrostatic

Thi s requirenent the discharge of hydrostatic test water to the station

grounds only. Di scharges outside the station grounds must obtain a separate
aut hori zation. Discharges that occur because of hydrostatic testing are subject to
the conditions on Page 1-1 and a sanple mnust be coll ected. Best Managenent
Practices shall be enployed to mnimze erosion, mgration of any pollutants off
site and environnental inpact. If chlorinated, the fill water shall be

dechl orinated before or during the discharge.
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PART |V - BEST MANAGEMENT PRACTI CES
SECTI ON A, GENERAL CONDI TI ONS

1.

Applicability

These conditions apply to all permttees who use, manufacture, store, handle,
or discharge any pollutant listed as: (1) toxic under Section 307(a)(1l) of the
Clean Water Act; (2) oil, as defined in Section 311(a)(1) of the Act; (3) any
pollutant listed as hazardous under Section 311 of the Act; or (4) is defined
as a pollutant pursuant to KRS 224.01-010(3 and who have ancillary
manuf acturing operations which could result in the release of a hazardous
substance, pollutant, or contam nant, or (2).<an eavironmental energency, as
defined in KRS 224.01-400, as anended, or egul ati.on promnul gated pursuant
thereto (hereinafter, the "BWMP pollutants") e operations include materi al
storage areas; plant site runoff; in-pl fer, process and nmaterial
handl i ng areas; |oading and unl oadi ng opera sl udge and waste disposal
ar eas.

BWVP Pl an

Practices (BMP)
224.70- 110,
pol | ut ant s"

a Best Manage
2(10) pursuant
the rel ease of
noff; spillag r |eaks, sludge
| storage. Best Managenent
permttee unless the permttee can
outline that the elenments and
e use of existing plans such as
PCC) plans, contingency

The permittee shall develop an
pl an consistent with 401 KAR 5:065,

whi ch prevents or mnimzes the pote
fromancillary activities through plan

or waste disposal; or drainage from ra
Practices (BMP) plan y )
bee

denonstrate through

intent of the BMP hav
the Spill Prevention Cont
pl ans, and ot her applicable

pl erent ati o

rement, then the plan shall be
Water within 90 days of the
ntation shall be within 180 days of that
an in effect at the tine of permt
ifications to the plan as a result of
he facility shall be submtted to the

If this
devel oped "anc
effective date
subm_ssi.on.

rative form and shall include any necessary plot plans,

dr awi ngs,
b. Establish spe objectives for the control of toxic and hazardous
pol | ut ants.

(1) Each facility conponent or system shall be examined for its
potential for <causing a release of "BMP pollutants" due to
equi pnent failure, inproper operation, natural phenonena such as
rain or snowfall, etc.
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(2) Where experience indicates a reasonable potential for equipnent
failure (e.g., a tank overflow or |eakage), natural condition
(e.g., precipitation), or other circunstances which could result
in a release of "BWMP pollutants,” the plan should include a
prediction of the direction, rate of flow, and total quantity of
the pollutants which could be released from the facility as
result of each condition or circunstance.

C. Establish specific Best Managenent Practices to neet the objectives
identified under paragraph b of this section, addressing each conponent
or system capabl e of causing a rel ease of % pol lutants. "

d. I ncl ude any special conditions establi shWrt b of this section.
e. Be revi ewed by pl ant engi neering staf fAhe Nt nmanager .

y 4 :
Speci fic Requirenents R 4

ance contained in the
i dance Docunent," and

The plan shall be consistent
publication entitled "NPDES Best
shall include the follow ng baseli

a. BMP Conmittee y
b. Reporting of BMP Incide
C. Ri sk ldentification and
d. Enpl oyee Trai ni ng
e. | nspection Recor ds
f. Preventiv
g. Cood Hou
h. Mat eri al s Conp
i Security
j- Material s | nvent

SPCC Pl ans

Spill Prevention Control and
ction 311 of the Act and 40 CFR Part 151,
|

Count er measur
i into the BVMP plan by reference.

and ma

e the proper nanagenent of solid and hazardous waste
gul ations promnul gated under the Solid Waste Di sposal
e Conservation and Recovery Act of 1978 (RCRA)
agenent practices required under RCRA regul ations
pl an.

Docunent ati o

The pernmttee s pi ntain a description of the BMP plan at the facility and
shall nake the p avai |l abl e upon request to NREPC personnel. Initial copies
and nodificatio thereof shall be sent to the following addresses when

requi red by Section 3:

Di vi sion of Water Energy and Environnent Cabi net

Madi sonvill e Regional O fice Dept. for Environmental Protection

Madi sonville State O fice Bl dg. Di vision of Water/Surface Water Permits
625 Hospital Drive Branch

Madi sonvi |l | e, Kentucky 42431-1683 200 Fair Qaks Lane

ATTN.  Supervi sor Frankfort, Kentucky 40601

Di vi si on of Water Di vi si on of Water

Loui svill e Regional Ofice Mor ehead Regi onal Ofice

9116 Leesgate Road 525 Hecks Pl aza Drive

Loui svill e, Kentucky 40222-5084 Mor ehead, Kentucky 40351

ATTN:  Supervi sor ATTN:  Supervi sor
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9. BMP Pl an Mbdi fication

The pernmittee shall anend the BMP plan whenever there is a change in the
facility or change in the operation of the facility which materially increases
the potential for the ancillary activities to result in the release of "BW
pol | utants. "

10. Modi fication for | neffectiveness

If the BMP plan proves to be ineffective in achieving the general objective of
preventing the release of "BMP pollutants," then the specific objectives and
requi renents under paragraphs b and c¢ of Section the permt, and/or the BW
pl an shall be subject to nodification to incor revi sed BMP requirenents.
If at any time following the issuance of thi he BMP plan is found to
be inadequate pursuant to a state or feder ction or plan review,
the plan shall be nodified to incorporate C ecessary to resolve the
concerns.

SECTI ON B. SPECI FI C CONDI TI ONS

Periodically Discharged Wstewa
Condi t1 ons

The permttee shall include in
for the handling of periodically di
backwash, neter calibration, fire pro
associated with denolition projects, et

vered By Effluent

ntrol s necessary
nt ake screen
g water, water

ydrostatic te




